
Screw two vertical battens into a layer board as 
shown.

Parts included

Step1 Step2

Step3 Step4

  Put the wood tenon insert into 
the holes which in the long plank 
and add the white glue.

Put the short wooden blocks 
insert into the wood tenon.

Put the wooden tenon insert into the
holes which in the another side of 
the short wooden blocks and add 
the white glue again.

Put the wooden tenon insert into 
the anotherlong plank after 
assembled all the tenons and
short wooden blocks.

Adjust and tap gently the base 
till to stable.

Long plank
Short wooden blocks white glue

 Instruction Manual

List

The whole installation process 
is done.

Attention:This instruction is applicable to other similar wood bases.

Step1 Step2 Step3

Step4 Step5 Step6
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Important :The wood plugs are used to cover the screw holes.

Screw the other two vertical battens into the othe side 
of layer board as shown.

Screw the other 7 pieces of layer boards into 
Vertical battens one by one as shown.

When use the wood plugs to cover the pre-drilled holes 
with a hammer, please use the wood block to protect the 
surface of the wood plugs.

wood block:1pcs

wood plug:64pcs

Remarks:
    1.The wood plugs is used to cover the screw holes;
    2.When put the hammer to tap wood plugs inserted into the screw holes,please use the wood block to the
        surface of the plugs to protect them.
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